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指示灯类型 颜色 状态 含义 

电源 PWR 绿色 
亮 电源工作正常 

灭 电源工作不正常或没有相应的电源加载 

通道指示灯 Ix.y Qm.n 绿色 
亮 本通道 ON 状态 

灭 本通道 OFF 状态 

运行指示灯 RUN/STOP 
绿色 

黄色 

绿亮 PLC 处于 RUN 状态，用户程序运行 

黄亮 PLC 处于 STOP 状态，用户程序停止 

故障指示灯 ERR 红色 
亮 PLC 发生某种或某些可以诊断的故障 

灭 PLC 工作正常 

 

LE5105  8 通道数字量输入/6 通道继电器数字量输出 CPU 模块 

LE5105 是 LE 系列小型 PLC 的 CPU 模块，可完成系统所需的控制、检测、诊断和 RS485 通讯。具体实现的功能如下：RUN/STOP 开关选择模块的运行/停

止模式；实时时钟记录运行时间；RS485 接口提供应用程序的下载通道，支持对外部设备的访问和 PLC 多机互联；自带 8 通道数字量输入，6 通道继电器输出，

是一款通用的 CPU 模块。 

 技术规格 

CPU 特性 电源规格 

本机 I/O 8 通道 24VDC 数字量输入/6 通道继电器输出 

输入电源 

额定电压 100~240VAC 

可扩展模块数量（Max.） 10（满足模块功耗的条件下） 允许范围 
85~264VAC

（50/60Hz） 
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LE5105 端子定义 

端子标识 含义 端子标识 含义 

 保护地 L 火线 

● 无连接 N 零线 

Vout- 输出 24VDC 负 ● 无连接 

Vout+ 输出 24VDC 正 M 输入通道外接公共端 
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LE5105 Upper Terminals Definition and Wring Diagram              LE5105 Lower Terminals Definition and Wring Diagram 

LE5105 Terminal Definition 

Terminal 
Identification 

Description 
Terminal 
Identification 

Description 

 Grounding L Fire wire 

● No connection N Null line 

Vout- Output 24VDC negative ● No connection 

Vout+ Output 24VDC positive M Common of input 

I0.0 
Fast external interruption 1/ Pulse catch 1/ single-phase counter 1/ A/B 
phase counter phase A / Ordinary input 

I0.1 
Fast external interruption 2/ pulse catch 2/ 
single-phase counter 2/ Ordinary input 

I0.2 Single-phase counter 1 reset / A/B phase counter reset / Ordinary input I0.3 Single-phase counter 2 reset /Ordinary input 

I0.4 
Single-phase counter 1 direction control / A/B counter phase B/ 
Ordinary input 

I0.5 
Single-phase counter 2 direction control / 
Ordinary input 

I0.6 Ordinary input  I0.7 Ordinary input  

1L Common of Output （Q0.0～Q0.3） ● No connection 

Q0.0 Ordinary output Q0.1 Ordinary output 

 2  Ordinary  output 


